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McCready, and Stericker). Published in 
ASTM Buttetin, No. 205, April, 50 
(TP76). 
light metals (Adam), 284. 
non-ferrous metals 
Symposium. Summary of proceedings of 
7 STP 175, 1060: 
introduction (Finkelday). 
aluminum-base alloys 
King). 
in marine exposure 
Ellinger). 
atmospheric corrosion 
in copper (Thompson, 
Freeman). 
in lead and tin (Hiers and Minarcick). 
in nickel alloys (Copson). 
in rolled zinc (Anderson). 
galvanic 
dissimilar metal couples (H. O. Teeple). 
threaded bolt and wire (Compton and 
Mendizza). 
natural atmos; 
in copper CPracy 
report of Subcomm. Vi (Copson). 
— of Advisory Comm. on Corrosion, 


(Walton and 


(Reinhart and 


Tracy, and 


Report of Comm. A-5, 120, 149. 
Report of Comm. B-3, 185. 
salt spray test, 5 per cent acetic acid (Mc- 
Master). Published in ASTM Bvuttetin, 
No. 203, Jan., 62 (TP22). 
steel 
Report of Comm. A-10, 156, 160, 169. 
wire 
Report of Comm. A-5, 124. 
Cotton 
Report of Comm. D-13, 508. © 
Crack Growth Testing 
variation between laboratories (Buist and 
Williams). Published in ASTM Buttetin, 
No. 205, April, 35 (TP61). 
Creep 
alloy steel at 800 F 
effect (Lequear and Lubahn), 
19. 


axial loading machine (Jones and Brown). 
Published in ASTM Buttetin, No. 211, 
Jan., 53 (TP25). 
Curing Rooms 
concrete test specimens (Carpenter). Pub- 
lished in ASTM Buttetin No. 209, Oct., 
33 (TP187). 


Densities of Sands, In-Place water content 
_ (Griffin). Published in ASTM Buttetin, No. 
(212, Feb., 1956, 51 (TP39). 


Density of Solids 
gravitometer for rapid measurement (Lipson, 
Saia, and Rosenthal). Published in ASTM 
BULLETIN, No. 205, April, 60 (TP86). 
Detergents 
Report of Comm. D-12, 504. 
synthetic 
silicates as corrosion inhibitors (Getty, 
McCready, and Stericker). Published in 
ASTM Buttetin, No. 205, April, 50 
(TP76). 
Die Castings 
Report of Comm. B-6, 246. 

District Activities, Published in ASTM 
BuLLETIN, No. 203, Jan., 29; No. 205, 
April, 9; No. 206, _ 30; No. 207, July, 
44; No. 208, Sept., 

Report of abides Comm. on District 
ctivities, 86. 


E 


Effective Gage Length 
tension at elevated temperature (Thomas and 
Carlson). Published in ASTM Buttetin, 
No. 206, May, 47 (TP95). 
Fiectrical Insulating Materials 
D-C arc resistance (Fromm). 
ASTM 
(TP128) 
Electronics 
materials 
Report of Comm. B-4, 187. 
Emission Spectroscopy 
Report of Comm. E-2, 581. 
Enamel 
porcelain 
Report of Comm. C-22, 426, 429, 431. 
Extensometer 
remotely operated (Berggren and Wilson). 
Published in ASTM Buttetin, No. 210, 
Dec., 35 (TP211). 


F 


Published in 
BULLETIN, No. 207, July, 56 


Fatigu 


aluminum (Howell and Miller), 955. Disc., 


968. 

anodic coating (Bennett), 1015. Disc., 1020. 

helical springs under fluctuating’ load 

(Staugaitis and Burnett), 918. 

materials under increasing reversed stress 
strength, damping, and elasticity (Vitovec 
and Lazan), 844 (R). Disc., 863. 

metallographic changes (Hunter and Fricke), 
942. Disc 

nonrigid plastics (Carey). Published in ASTM 
BuLLeTIN, No. 206, May, 52 (TP100). 

progressive stress (Enomoto), 903. 

Report of Comm. E-9, 649. 

steel and aluminum 
bending and torsion (Findley and Mathur), 

924 (R). Disc., 939. 

strain aging (Levy and Sinclair), 
Disc., 

titanium alloys (Demmler, 
Thomassen), 981. Disc., 993. 
torsion prestrain (Kaufman and D’Ap- 

polonia), 999. Disc., 1013. 


866 (R). 
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under repeated _ load 
D’Appolonia), 969. Disc., 979. 
understressing (Frankel and Bennett), 891 
(R). Disc., 900. 
Fibers 
Report of Comm. D-13, 508. 
Films, Alkyd 
photooxidative degradation (FitzGerald). 
Published in ASTM Buttetin, No. 207, 
July, 65 (TP 137). 
Filter Block 
clay 
Report of Comm. C-15, 413. 
Finances 
auditors’ report, 62. 
Fire Tests 
Report of Comm. E-5, 644. 
Fuel Oil 
vanadium 
proposed standards, published in ASTM 
D-2 Compilation, 905 
Fuel Rating 
precision (Gooding and Cleaton). Published 
in ASTM Buttetin, No. 203, Jan., 51 
(TP11). 


(Crum and 


G 


Gaseous Fuels 
Report of Comm. D-3, 461. 
Gasket Material 
nonmetallic 
stress relaxation (Lem and Reynar). Pub- 
lished in ASTM Buttetin, ba 207, July, 
7). 


81 (TP153). Disc., 85 (TP15 
Gasoline 
Report of Comm. D-2, 448. 
tetraethyllead 


proposed standards, published in ASTM 
D-2 Compilation, 914. 
Giliett Lecture 
powder metallurgy (Lenel), 655 (R). 
Glass Textiles 4 
Report of Comm. D-13, 508. 
Gloss 
Report of Comm. E-12, 652. 
Graphical Symbols 
electrical diagrams. Published in 
Buttetiy, No. 208, Sept., 26. 
Grease 
lubricants 
Report of Comm. D-2, 448. 
lubricating 
consistency 
proposed standards, published in ASTM 
D-2 Compilation, 918. 
deleterious particles 
proposed standards, published in ASTM 
D-2 Compilation, 921. 


ASTM 


Gypsum 
Report of Comm. C-11, 407. 
H 
Hardness 


analysis of small spherical indentation (Otte), 


conversion table 
copper-beryllium alloy (Gohn), 230. 


Hardness Testing 
Report of Comm. E-1, 577. 


Hardware 
corrosion 
Report of Comm, A-5, 149, 


Heat-Resisting Alloys 
21 vd cent Cr, 10 per cent Ni wine alloy 
(Mangone, Burgan and Hall), 
Hecht Award. iw ASTM 
No. 207, July, 21 
Highway Materials 
Report of Comm. D-4, 465. 
Hogentogler Award. PuBLisH—ED In ASTM 
BULLETIN, No. 207, July, 21. 
Summary of Proceedings of Fifty-eighth 
Annual Meeting, 5. 
Honorary Membership Awards 
Summary of Proceedings of Fifty-eighth — 
Annual Meeting, 7. 


Hydrocarbons 
aromatic 
Report of Comm. D-16, 524. 
I 
Im 


pact 
low-carbon steels 
time and temperature effect (Garofalo, 
Smith, and Marsden), 708 (R). 
Symposium on Impact Testing of 
proceedings of STP 176, 
automatic impact testing 
concrete (Watstein). 
impact loading (Schiefer, Smith, McCrackin 
and Stone). 
impact tube (Gerard). 
normalized carbon-manganese steels (Arm-_ 
strong and Warner). 
normalized nickel-steel, effects of man- 
ganese and aluminum (Armstrong and 
Miller). 
notched-bar testing (Hoyt). 
pendulum flexibilities influence (Bluhm). 
reproducibility of Charpy impact (Driscoll). 
rocket-powered Hager). 
shipping containers (Cross and MeWhireer). 
slingshot machine (Ramberg and Irwin). 
specimen width effect (Zeno). 
transition behavior, V-notch, 
(Hartbower). 
Insulating Materials 
electrical 
Report of Comm. D-9 
Report of Comm. D-20, 554, 559. 


a Summary of proceedings of 
17. 


Insulating Oils 
STP, 172, 1225: 


catalysts (L iander and Ericson). 
inhibited transformer oils (Irving and 
Bravey). 
yerformance characteristics (Salomon). 
Insulating Properties 
thermal 
schlieren technique (Monego). 
in ASTM Buttetin, No. 208, 
(TP159). 
International Relations 
Report of Comm. on Standards, 75. _ 
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ah’ 1956 West Coast Meeting, Published in 
automobile July, 43; No. 210, Dec., lu 
photochemi egradation (Sauer). Pub- 
lished in ASTM No. 207, port * 
Report ot Coum Dy, 434 Report of Comm. D-12, S04 
suggested guide (Harris, Stericker, and 
polyester-glass Spring). Published in ASTM BULLETIN, 
time, temperature, and environment effects 31 (TP33). 
(Pusey and Carey). Published in ASTM Report of Comm. B-9, 351 n 
BuLtetin, No. 204, Feb., 54 (TP56). Metallography 
_ oo of Comm. C-7, 390 decomposition of austenite and martensite 
Liquid Petroleum Products _ (Austin and Schwartz), 623 * 
heat of combustion electron microstructures of bainite and | 
proposed standards, published in ASTM 
seinen Compilation, 910. X-ray diffraction measurement Pair 
multi phase composition (Grube and Koistinen), a 
a oil 2 45 X-ray diffraction measurement 
(TP21). He retained austenite (Beu), 630. 
Report of Comm. D-2, 448. Pp 
M ~- Report of Comm. B-3, 185. R 
Metals, Light tr 
Magnesium Report of Comm. B-7, 252, 256. : 
corrosion (Adam), 284. Mica 
light metals and alloys Report of Comm. D-9, 488. « 
Report of Comm. B-7, 252. Moisture Content tr 


mechanical properties 
biaxial tension at low temperatures (Paxson, 
Marin and Hu), 810 (R). Disc., 823. 
Magnetic Particle Testing ot) 
Report of Comm. E-7, 647 
Magnet ic Properties 
Repor t of Comm. A-6, 152. 
Malleable Iron 
Report of Comm. A-7, 154. 
Marburg Lecture 
textiles 
7 technology for analysis, design and use 


(Hamburger). See Summary of Pro- 
ceedings, 26 (issued as _ separate 
phlet). 


echt Award, Published in ASTM But- 
No. 207, July, 
Summary of Proceedings of Fifty-eighth 
Annual Meeting, 13. 
Meetings 
1955 Annual Meeting, Published in ASTM 
7 BuLtietiIn, No. 203, Jan., 19; No. 204, 
Feb., 7; No. 205, April, 5; No. 206, May, 
5; No. 207, July, 5-39. 
1955 committee week, Published in ASTM 
BuLttetin, No. 204, Feb., 5, No. 211, Jan., 
15; No. 205, Mar., 14. 
1956 committee week, Published in ASTM 
Buttetin No. 210, Dec., 5; No. 213, April, 
34, 


District meetings, Published in ASTM 

a, No. 203, Jan., 29; No. 205, 

; 9; No. 206, May, 30; No. 207, July, 

"208, Sept., 19. 

provisional program, Published in ASTM 
Buttetin, No. 206, M 


paper in business offices (Hamrick). Published 
in ASTM Buttetin, No. 210, Dec., 39 
(TP215). 


Mortars v 
chemical-resistant 
Report of Comm. C-3, 389. - 
portland cement 


Report of Comm. C-1, 369. cl 
resinous 
shrinkage (Brown and Reineck). Published R 
in ASTM Buttetin, No. 205, April, R 
67 (TP93). Pap 
volume changes (Anderegg and Anderegg). R 
Published in ASTM Buttetin, No. 210, Pap 
Dec., 60 (TP236). —_— R 
» 
Pari 
Naval Stores b 
Report of Comm. D-17, 526, 533. 
Nickel and Nickel Alloys 
Report of Comm. B-2, 182. . 
Nomograph 
significance tests (Li). Published in ASTM Part 
BuLtetin, No. 205, April, 46 (TP72). R 
Non-Destructive Testing P 
Report of Comm. E-7, 647. ; x 
Petr 
° R 
Odor Pigr 
controlled atmospheres preparation (Nevers). R 
Published in ASTM Bouttetin, No. 208, Pile: 
Sept., 45 (TP171). pl 
il Pipe 


cutting 
emulsion stability 
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proposed standards, published in ASTM 
D-2 Compilation, 889 
lubricating 
galvanic corrosion 
proposed standards, published in ASTM 
D-2 Compilation, 892. 
diesel locomotive lubricant 


j sampling for spectrographic analysis. Pub- 
lished in ASTM Buttetin, No. 208, 
Sept., 24 
motor 


composition influence on viscosity (Fore- 
man). Published in ASTM Butter, 
No. 209, Oct., 44 (TP198). 


automobile lacquers 
photochemical degradation (Sauer). Pub- 
lished in ASTM BuLtetin, No. 207, 
July, 61 (TP133). 
proposed methods. Report of Comm. D-1, 
442, 445. 
Report of Comm. D-1, 434. 
traffic 
abrasion measurement with beta rays 
(Pocock). Published in ASTM Buttetin, 
No. 206, May, 55 (TP103). 
traffic 
no-dirt-retention time. (Baumann and Die- 
fenderfer). Published in ASTM Buttetin, 
No. 208, Sept., 32. 
volatility test 
proposed method. Report of Comm. D-1, 
442. 


Paper 
chemicals 
Report of Comm. D-17, 533. 
Report of Comm. D-6, 476. 
Report of Comm. D-9, 488. 


Paperboard 
Report of Comm. D-6, 476. * 
Papers and Publications 
Report of Comm. on Papers and Publica- 
tions, 83. 
Paraffin Wax 


blocking point 
proposed standards, published in ASTM 
D-2 Compilation, 896 
oxidation stability 
proposed standards, published in ASTM 
D-2 Compilation, 901. 
Particle Size 
Report of Comm. E-1, 577. 
Paving Materials 
Report of Comm. D-4, 465. 
Petroleum 
Report of Comm. D-2, 448. 
Pigments 
of Comm. D-1, 434. 
Piles 
pressure distribution (Reese and Seed), 1156. 
Pipe 
concrete 
Report of Comm. C-13, 409. 
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P 
Packaging 
Report of Comm. D-10, 494. ee 8, 
Paint 


Pitch 
Report of Comm. D-8, 485. 
Plastic Films 
tensile and tear measuring methods (Reinhart 
and Mandel). Published in ASTM 
Buttetin, No. 209, Oct., 50 (TP204). 
Plastics 
fatigue testing (Carey). Published in ASTM 
BULLETIN, No. 206, May, 52 (TP100). 
glass fiber reinforced 
microscopic examination (Weber). Pub- 
lished in ASTM Buttetin, No. 208 
Sept., 49 (TP175) 
high-speed testing am, McGarry, and 
Dietz). Published in ASTM BuLtetin, 
No. 211, Jan., 34 (TP6). 
Report of Comm. D-9, 488. 
Report of Comm. D-20, 554, 559. 
Plastic Strain 
departure from ideality (Lequear and 
Lubahn), 824 (R). 
Polishes 
Report of Comm. D-21, 567. — 
Polyvinyl Butyral 
proposed methods, 445. 
Porcelain Enamel 
sag resistance of steel sheets 
proposed method, 431. 
set characteristics, clays 
suggested method, 429. 
Report of Comm. C-22, 426, 429, 431. 
Powder Metallurgy 
Gillett Lecture ;_— 665 (R). 
Preservatives 
Ww 
Report of Comm. D-7, 481. 
President’s Address 
annual address (Mochel), 39. 
President’s Talks 
annual address (Mochel). Published in ASTM 
BuLtetin, No. 207, July, 53 (TP125). . 
Proposed Standards 
benzene, toluene, ethylbenzene, xylenes 
infrared spectrophotometry test, published 
in ASTM D-2 Compilation, 925. 
bituminous materials 
water, published in ASTM D-2 Compila- 
tion, 
color of. petroleum products, published in 
ASTM D-2 Compilation, 94A. 
classification of copper-base alloys, published 
in ASTM B-5 Compilation, 599. 
cutting oils 
emulsion in ASTM D-2 
Compilation, 8 
fuel oil 
vanadium, published in ASTM D-2 Com- 
pilation, 905. 
gasoline 
tetraethyllead, published in ASTM D-2 
Compilation, 914. 
grease, lubricating 
consistency, published in ASTM D-2 Com- | 
pilation, 918. 
deleterious particles, published in ASTM 
D-2 Compilation, 921. 
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liquid petroleum products 
heat of combustion, published in ASTM D-2 
Compilation, 910. 
lubricating oils 
galvanic corrosion, published in ASTM 
D-2 Compilation, 892. 
mortar and concrete 
packaged, dry, combined materials, Pub 
lished in ASTM Buttetiy, No. 205, 
April, 28. 
paraffin wax 
blocking point, published in ASTM D-2, 
Compilation, 896. 
oxidation stability, published in ASTM D-2, 
Compilation, 901. 
polyvinyl butyral, 445. 
porcelain enamel clays 
set characteristics, 429. 
porcelain enameling 
sag resistance a steel sheets, 431. 
pulse velocity of elastic waves in concrete. 
Published in ASTM Buttetin, No. 204, 
Feb., 19. 
resin 
heat-unstable 
nonvolatile content, 442. 
rosin 


gum 
crystallization tendency, 531. 
sodium carboxymethylcellulose 
viscosity, 573. 
tall oil skimmings, 533. 
Pyrometry 
Panel on Pyrometric Practices. Summary | of 
proceedings of STP 178, 1059: 
introduction (Freeman). 
creep and rupture (Wilks). 
creep-rupture procedure (Leyda). 
thermocouple immersion errors (Berry and 
Martin). 
_ closing remark (Freeman). 


Q 
Quality Control 
Report of Comm. E-11, 651 
Quicklime 
Report of Comm. C-7, 390. 4 


R 


Radiography 

Report of Comm. E-7, 647. ine 

soil density determinated by Gamma rays 
(Bernhard and Chasek), 1199, Disc., 1217. 

Rayon 

Report of Comm. D-13, 508. 

Reactor Testing Station, Published in ASTM 

BuLtetin, No. 203, Jan., 38. 

Refractories 

Report of Comm. C-8, 392, 397. 

Research 

corporate grants, Published in ASTM 
Buttetin, No. 205, April, 30 

materials research in ASTM (Lester). Pub- 
lished in ASTM Buttetin, No. 207, 
July, 39. 


SUBJECT 


INDEX 


National Research Council, Published in 
ASTM Buttetin, No. 209, Oct., 25. 
Report of Administrative Comm. on Research, 
81. 
Resin 
heat-unstable 
nonvolatile content 
proposed method, 442. 
Road Materials 
Report of Comm. D-4, 465. 
Report of Comm. D-18, 536. 
Roofing Materials 
Report of Comm. D-8, 485. 
Rosin 
gum 
crystallization tendency 
proposed method, 531. 
Rosin 
Report of Comm. D-17, 526. 
Rubber ‘ 
cure characteristics 
Mooney viscometer determinations (Decker 
and Mandel). Published in ASTM 
BULLETIN No. 209, Oct., 47 (TP201). 
Report of Comm. D-11, 496. 

* statistics—a tool in testing (Mande! and 
Stiehler). Published in ASTM Buttetin, 
No. 204, Feb., 44 (TP46). 

test specimen 
_ preparation by grinding (Eller and age 
Published in ASTM Buttetin, No. 206, 
May, 70 (TP118). 
vulcanized 
stress relaxation in compression and tension 
(Eller). Published in ASTM Buttetin, 
ris) on » July, 78 (TP150). Disc., 85 
T 


Sandwich Constructions 
structural 
Report of Comm. C- 19, 420. 
Shellac 
Report of Comm. D-1, 434. 
Shipping Containers 
Report of Comm. D-10, 494. 
Siding Materials 
Report of Comm. D-8, 485. 
Significance Tests 
nomographs (Li). Published in ASTM 
Buttetin, No. 205, April, 46 (TP72). 
Simulated Service Testing 
Report of Comm. on Simulated Service 
Testing, 88. 
Snag Tester 
coated fabrics and plastic films (Reinhart, 
Brown, Boor and Lamb). Published in 
ASTM Buttetin, No. 210, Dec., 
(TP226). 


Soaps 
Report of Comm. D-12, 504. 

Soils 

density determined by gamma rays (Bernhard 
and Chasek), 1199. Disc., 1217. 

density of sands measurement (Griffin). Pub- 
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lished in ASTM Buttetin, No. 212 Feb., 
51 (TP39). 
filters 
design criteria (Karpoff), 1183. 
judgment factors 
Symposium on Judgment Factors in Soils 
Testing. Summary of Proceedings, 5: 
introduction (Legget). 
the history and development of Com- 
mittee D-18 (Kilcawley). 
judgment factors and the environment 
in soil testing (Burmister). 
critical review work of Committee D-18 
(Cummings). 
future possibilities and activities of Com- 
mittee D-18 (Woods). 
Report of Comm. D-18, 536. 
Sodium carboxymethylcellulose 
viscosity 
proposed method, 573. 
Solder 
Report of Comm. B-2, 182. : = 
Solvents 
resin 
ee method. Report of Comm. D-1, 


"sine 
effect on properties at high temperatures 
(Shahinian and Lane), 724, Disc., 731. 
Speed of Testing 
Report of Comm. E-1, 577. 
Symposium. Summary of proceedings of 
STP 185, 1226: 
concrete (Shideler and McHenry). 
glass (Ritland). 
paper, tensile strength (Green). 
plastics testing (Dietz and McGarry). 
preliminary data (Rugger). 
tension 
elastometers and hard rubber (Scott and 
Villars). 
wood (Markwardt and Liska). 
yarns (Schiefer, Smith, McCrackin and 
Stone). 
Standardization 
A producer looks at standards (Schaefer) 
Published in ASTM Buttetin, No. 203, 
Jan., 45 (TP5). 
actions on standards, Published in ASTM 
ButieTiIn, No. 203, Jan., 20; No. 204, 
Feb., 9; No. 205 April, 21: No. 206, May, 
21; No. 207, July, 37; No. 208, Sept., 
No. 209 109, Oct., 
material 
of defense (Watts). 
TM Buttetrin, No. 203, Jan., 
Disc., 50 (TP10). 
Report of Administrative Comm. on Stand- 
ards, 75 
specifications viewpoint 


from consumer 


(Green). Published in ASTM BUuLtetin, 


No. 203, Jan., 43 (TP3). Disc., 50 (TP10). 


what standards mean to us (Painter), No. 
Published in ASTM Buttetin, No. 203, 


Jan., 41 (TP1). 
Statistical Analysis 
Report of Comm. E-11, 651. 


Jr.), 757. Disc., 764. 


Statistics 
rubber testing (Mandel and Stiehler). Pub- 
lished in ASTM Buttetin, No. 204, Feb., 
44 (TP46). 
Steel 
alloy 
effect (Lequear and Lubahn), 


corrosion 
Report of Comm. A-5, 120. 
corrosion-resisting 
Report of Comm. A-10, 156, 160, 169. 
decomposition of austenite and martensite 
(Austin and Schwartz), 623. 
electron microstructures of bainite and mar- , 
tensite (Teague and Ross), 590. Disc., 609. 
hot-rolled low-carbon 
time and temperature effect on impact and . 
tension (Garofalo, Smith, and Marsden), 
708 (R). 
neutron irradiation (Wilson and Berggren), 
689 (R). Disc., 707. 
Report of Comm. A-1, 89, 94. 


sheets for porcelain enameling 
sag resistance 7 9 
Report of Comm. C-22, 431. 
stainless 


Report of Comm. A-10, 169. 

X-ray diffraction measurement of phase com- 
position (Grube and Koistinen), 626. : 

X-ray diffraction measurements of retained | 
austenite (Beu), 630 

yield rate (Forscher). 


Published in ASTM 
Buttetin, No. 205, April, 63 (TP89). : 
Disc., No. 207, July, 60 (TP132). 
Stress Relaxation 
nonmetallic gasket material (Lem and 
Reynar). Published in ASTM Buttetin, 
No. 207, July, p. 81 (TP153). Disc., 85 
(TP157). 
vulcanized rubber : 


compression and tension (Eller). Published — 
in ASTM Buttetin, No. 207, July, 78 — 
(TP150). Disc., 85 (TP157). 


ee 


Tall Oil Skimmings 
proposed methods, 533. 
Tar 
Report of Comm. D-4, 465. 
Report of Comm. D-8, 485. 
Technical Committee Notes. Published in 
ASTM Bouttetin, No. 203, Jan., 5; 31; F ‘ 
No. 205, April, 13; No. 206, May, 36: No. 
207, July, 47; No. 209, Oct., 16. 
Temperature Effect 
carburization resistance test 
Thomas and Thomassen), 793. 
compression-creep 
metals and cermets (Yerkovich and 
Guarnieri), 732 (R). Disc., 755 
heat-resistant casting alloy (Mangone, 
Burgan, and Hall), 
inconel 
aerodynamic heating research (O’Sullivan, 


(Spooner, 
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metals 
Report of Joint Comm. on Effect of Tem- 
perature, 357. 
Report of Comm. B-4, 187. 
specimen dimension 
effect on elevated temperature properties 
(Shahinian and Lane), 724. Disc., 731. 
Symposium on Basic Effects of Environment 
on Strength, Scaling, and Embrittlement 


of Metals at Elevated Temperatures. 
ey of proceedings of STP 171, 
1227: 

introduction (Davis). 

deformation of metals  monocrystals 


(Gilman). 
intergranular oxidation in stainless steel 
(Keith, Siebert, and Sinnot). 
molybdenum-base alloys (Gleiser, Larsen, 
Speiser, and Spretnak). 

oxidation (Radavich). 
oxidation of nickel-chromium (Gulbransen 
and Andrew). 

oxides (Radavich). 

Symposium on Metallic Materials Above 
1600 F. of proceedings of STP 
174, 105 

(Krivobok). 

chromium-nickel alloys 
Grant). 

fatigue of sheet metal (Lardge). 

heat treatment and structure, effect on 
nimonic alloys (Betteridge and Smith). 

q inconel 700 (Manson and Succop). 

influence of boron on cobalt-base alloy 

(Blatz, Reynolds and Dyrkacz). 
molybdenum-rich alloy, by powder metal- 
lurgy (Bruckart and Jaffe). 

nimonic alloys, tension and torsion (Ward 

and Tallis). 

rare earth additions, effect on cobalt-base 

alloy (Brach and Lane). 

S-816 alloy (Vitovec and Lazan). 

sheet and bucket materials for jet-engines 

(Denny, Jahnke, Jones and Robertshaw). 
thermal shock testing (Hunter). 
titanium-carbide-base cermets (Pfaffinger, 

Blumenthal, and Glaser). 
titanium-carbide products by infiltration 

(Skolnick and Goetzel). 


(Bucklin and 


zirconium-rich protective coatings 
(Blainey). 
Templin Award, PusBiisHepD iN ASTM 


Buttetin, No. 207, July, 21. 
Summary of Proceedings of Fifty-eighth 
Annual Meeting, 26. 
Tension 
apparatus for —320F to 452F (Wessel). Pub- 
lished in ASTM Buttetin, No. 211, Jan., 
1956, 40 (TP12). 
ele vated temperature 
deformation measurement errors (‘Thomas 
and Carlson). Published in ASTM BuLte- 
tin, No. 206, May, 47(TP95). 
true stress-strain tests 
diameter gage and dynamometer (Powell, 
Marshall and Backofen), 797 (R). 
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plastics 
high-speed testing (Dorsey, McGarry and 
Dietz). Published in ASTM Buttetin, 
No. 211, Jan., 34 (TP6). 
Test Sites 
atmospheric 
— of Advisory Comm. on Corrosion, 


Test Specimens 
Charpy V-notch 
squareness determination (Siemen). Pub- 
lished in ASTM Buttetin, No. 205, 
April, 34. 
concrete 
fog rooms for curing (Carpenter). Published 
in ASTM Buttetin, No. 209, Oct., 33 
(TP187). 
rubber 
preparation by grinding (Eller and Gondek). 
Published in ASTM Buttetin No. 206, 
May, 70 (TP118). 
Testing Apparatus 
acoustical materials 
air-flow resistance (Sabine). Published in 
ASTM Buttetin No. 211, Jan., 29. 
(TP1). 
Boor-Quartermaster snag tester 
coated fabrics and plastic films (Reinhart, 
Brown, Boor and Lamb). Published in 
ASTM Buttetin, No. 210, Dec., 50 
(TP226). 
constant-load (Clark and Sidebottom). Pub- 
lished in ASTM Buttetin, No. 203, Jan., 
69 (TP29). 
ultrasonics 
(Baumeister). 
Buttetin, No. 204, Feb., 
Testing Machines 
Report of Comm. E-1, 577. 
Testing Methods 
Report of Comm. E-1, 577. 
Textiles 
Report of Comm. D-13, 508, 510. 
technology for analysis, design and use 
(Hamburger), see Summary of Proceedings, 
26 (issued as separate pamphlet). 
Thermal Insulating Materials 
Report of Comm. C-16, 416. 
Thermal Insulating Properties 
schlieren technique Seen. Published in 
ASTM Buttetin, No. 208, Sept., 33 
(TP159). 
Thermometers 
Report of Comm. E-1, 577. 
Thompson Award. PUBLISHED 
Butetin, No. 207, July, 21. 


testing bonded materials 
Published in ASTM 
50 (TP52). 


ASTM 


Tile 
clay 
Report of Comm. C-15, 413. 
drain 
Report of Comm. C-15, 413. 
Timber 
Report of Comm. D-7, 481. 
Titanium 


Report of Comm. B-2, 182. 
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Transformer Oil 
Report of Comm. D-9, 488. 
U 
Ultrasonic Testing 
Report of Comm. E-7, 647. 
Vv 


Vapor Barriers 


Report of Comm. C-16, 416. A 


Varnish 
Report of Comm. D-1, 434. _ 
Viscosity 
motor oil 
composition influence (Foreman), Pub- 


lished in ASTM Buttetin, No. 209, 
Oct., 44 (TP198). 
thermosetting resins 
measuring by parallel plate plastometry 
(Marshall). Published in ASTM 
7 BuLetin, No. 204, Feb., 40 (TP42). 
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Water 
boiler feedwater 
Report of Comm. D-19, 539. - 
evaporative industry 
abbreviated test for orthophosphate 
Report of Comm. D-19, 551. 
Report of Comm. D-19, 539. 
industrial 
Report of Comm. D-19, 539. 
testing methods 
Report of Comm. D-19, 548. 
industrial wastes 
Report of Comm. D-19, 539. 
Symposium on High Purity Water Corrosion. 
Summary of proceedings of STP 179, 


1224: 
carbon and low alloy steels (Blaser and 
Owens). 
high-temperature water corrosion (Roe- 
buck) 


influence of water composition (Woughton, 
Seamon and Brown). 
preparing and maintaining (Alquist). 
use in atomic reactors (Huntley 
Untermyer). 
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Waterproofing 


of DA 
Wax, Refined Paraffin 
Perkins tensile strength briquet streamlining — 
effect on stresses (Ridenour and Bowman). 
Published in ASTM Buttetin, No. 208, 
Sept., 48 (TP174). 
Report ‘of Comm. D 21, 567. 
Weathering 
Report of Comm. B-3, 185. 
Whiteware 
ceramic 
Report of Comm. C-21, 424. 
Wire Testing 
atmospheric exposure 
Report of Comm. A-5, 124. 
Wood 


Committee D-7, 50 yr. (Fulweiler). ge a 
in ASTM BULLETIN, No. 206, May, 40 
Report of Comm. D-7, 481. 
Wood Pole Research 
Published in ASTM Buttetin, No. 208, 
Sept., 25. 
Wool 
Report of Comm. D-13, 508. 
Wool Blankets 
variability of wool content (Horowitz and 
Connor). Published in ASTM Buttery, 
No. 208, Sept., 42 (TP168). 
Wrought Iron 
Report of Comm. A-2, 116. 
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X-ray Diffraction Measurement 
phase composition 
Carbon Steel (Grube and Koistinen) 626. 
Yarn Numbering 
simplification (Hentschel). Published — in 
ASTM Buttetin, No. 206, May, 44 
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Zinc 
Report of Comm. B-2, 182. } 
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